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Acoustic Hanger

Acoustic Grommet

Suitable Fixing

2 x layers of Fireline or Plasterboard

Self-drill screws
(L-section to T-bar)

Existing Timber or 
Concrete Ceiling

Isolation Washer

Steel Washer (10mm I/D)

Self-drill screws
(Acoustic Hanger to L-section)

Penny Washer (6.5mm I/D)

T-bar

L-section 

Existing Ceiling

Standard Hanger fixed to 
ceiling with acoustic fixing

L-section, length to suit 
required void depth

L-section fixed to T-section
with self-drill screws

Acoustic
Insulation

Sound Barrier Tile
(if required)

Fireline or Plasterboard

Void depth to suit
requirements

Self-drill screws
(Acoustic Hanger to L-section)

THE LAYING INSTRUCTIONS MUST BE STRICTLY ADHERED TO AT ALL TIMES

THE QUALITY OF  WORKMANSHIP WILL DETERMINE THE EFFECTIVENESS OF THE SYSTEM

DETAIL OF VOID EXTENSION FOR SYSTEMS
AC90/25FP, AC90/2FP & AC90/1 

System detail illustration

E.21We reserve the right to change the specification without prior notice. System AC90/25FP & AC90/2FP : Issue No. 2


